
Vroom  
Retract Vac   

 MSRP 

with 30' Hose 80300-30  $389.99 

with 40' Hose 80300-40  $409.99  

Part #



Vroom Retract Vac
®
 brings the speed, power and convenience of a  

Central Vacuum Retractable Hose System to a garage! Just pull out the  

hose, vacuum everyday dry messes, and it retracts back in seconds. 

Q: Many times a new product is released  

     before being ready, is the Vroom Retract  

     Vac ready? 
 

A: Yes, the Vroom Retract Vac has been in  

development for about two years, and the valve   

technology has been installed in test locations 

for about a year. Plus, with H-P’s ability to 3-D 

design, print, test and enhance new products, 

the Vroom Retract Vac is actually being released 

as a 3rd generation product, rather than a 1st 

generation product like most in our industry.  

 

Q: What was the feedback from the test users? 
 

A: All our test home users love having a 30'  

    retractable hose in their garage, describing it as 

really convenient, fast, and great for vehicles 

and cleaning up after DIY projects. Many said 

they were glad not to use their “ShopVac”  

    anymore since it tipped over a lot and often 

needed an extension cord. They also love being 

able to pull out the hose for quick clean-ups 

when needed. 
 

NOTE: Pulling out a 40' hose may seem like a 

lot to some people, so if a 30' hose will 

accommodate a homeowners’ garage 

cleaning needs (inside and out), most 

will prefer the 30' hose valve.       

Vroom Retract Vac  
is the only retractable hose system  

design just for garages, and has 

been tested for almost a year. Plus, 

the Vroom Retract Vac: 

 

• Comes with a 30' or 40' hose to clean 
everything inside and outside of a  

  garage: cars, campers, boats, floors, 
workbenches, ceilings and more  

 

• Hose is designed specifically for 
   retractable central vacuum systems 

with a new 360° swivel hose cuff to 
prevent any hose tangles 

 

• Surface-mounted for easy installation 
– most installations only take an hour 
or two! (Tube run can also be run in 
garage attic if one exists.) 

 

• Fits all friction fit accessories and 
wands to meet any cleaning need   

 

• Includes a Vroom Retract Vac valve, 
mounting hardware, retractable hose 
(unsocked), 6" clear tubing, 5532W 
reducer coupling and manual (below) 

  

• Has a 3-Year Warranty! 



• Vroom Retract Vac 2-sided Sell Sheet #PL-242 –  

   shows the fastest, most convenient way to clean a  

   garage, plus clearly explains the many benefits of a 

Vroom Retract Vac and shows how easy it is to use it! 
 

• 30 high-res and low-res photos for you to use 

   in your promotions and on your website 

  

• New Vroom Retract Vac logos – in color and black  

   only; in jpg and eps file formats  

 

• Two Vroom Retract Vac Videos –  one is an  

introductory video that shows the Vroom Retract Vac in  

action and the other shows anyone how to use it 

Just visit www.VroomRetractVac.com/dealer  

and enter the password:  garage 

The Vroom Retract Vac was introduced at the 2019 VDTA Show in Las Vegas 

on February 12-14, and was the talk of the show!  In fact, show attendees voted  

the Vroom Retract Vac as the Best New Central Vacuum Product of the Year!   
 

Rather than featuring power units in the booth like all the other central vac  

VDTA exhibitors, H-P debuted a booth that looked like a house. Why? So that  

attendees could see H-P’s products as they would in their own homes and  

experience the fast, convenient cleaning benefits they offered. H-P’s vision and message must  

have been loud and clear, because attendees provided lots of positive feedback, many dealers  

placed Vroom Retract Vac preorders at the show, and H-P won the VDTA’s Best Booth award!  

You’ll have instant access to view or download: 

We’ve made it easy to get all the Marketing Materials you  

need to show and tell your new and existing customers 

 all about The Ultimate Cleaning Tool for the Garage!  

http://www.vroomretractvac.com/dealer


1. Pull the handle out – down and  
    away from the valve. 
 

2. Pull the hose all the way out until 
you feel the hose end reach the 
valve. The clear tubing section lets 
you see the hose nearing the end, 
plus you’ll hear or feel the hose cuff 
click into a locked position. 

 

3. Turn the system on using the  
     on/off switch 

 

4. Vacuum any dry mess. 
 

5. With vacuum on, grab hose about 
8" from valve and twist hose 90°  
(in either direction) until it unlocks. 

 

6. Cover the handle end with your 
hand, and the hose automatically 
retracts into the tubing. Once fully 
retracted, push the handle onto the 
rubber ball and the system will  

    automatically turn off. 

on/off 
switch 

 

If the hose ever accidentally pulls  
completely out of the valve… 

 

 Turn the system on (use on/off switch), 
push the hose cuff end into the valve  

until it clicks and stops. Rotate the hose 

cuff 90° and cover the hose handle with 

hand. The hose will release and fully  

retract into the tubing. Then, push hose 

handle onto the rubber ball, which will 

automatically turn off the vacuum and 

seal the valve.  



Location, Location, Location 
Select a location that offers convenient access for cleaning inside the garage as well as  

driveway, typically next to the garage door or between a two-door garage (see next page for  

installation examples). The installation location should also provide a clear path to connect the 

PVC tubing to the power unit trunk line. The Vroom Retract Vac valve is surface mounted so the 

hose can either retract up or down. If the hose retracts up, the Vroom Retract Vac valve should 

be mounted at approximately the same height as a light switch. If hose retracts down, mount 

valve at the same height as an electrical outlet. 
 

Retractable Hose Installation Tips 
The hose is stored inside the tubing, so the tube run will need to be at least 5 feet longer than 

the hose to allow for possible stretch. Use only long radius elbows (for retractable hose valves) 

within the hose storage area of the tube run. A 5532W reducer coupling should be installed at 

the end of the storage area. After the hose storage area, standard central vacuum fittings may 

be used. 
 

What You’ll Need 
Besides the Vroom Retract Vac, which includes the valve, retractable hose, mounting hardware, 

6" clear tubing (installed at the top of the valve) and 5532W reducer coupling, you’ll need the 

following items to complete your installation: 
 

 • 2" PVC Tubing, PVC glue, tubing cutter, deburr tool, low-voltage wire and a level 
 

 • Fittings to complete the tube run (and a power unit of course) 

Mounting 
Holes 

10-¼" high 

On/Off 
Switch 

Ball 
Seal 

Handle 

Tube Seal 

Tube Clamp 

Wire Nut 
Channels 

Low-
Voltage 
Screws 

Mounting 
Holes 

3-¾" wide 

3-¾" 
deep 



Rough-in the tubing so it 

comes down through the 

ceiling directly above the 

intended valve location. 

Extend tubing about 6" 

below where the finished 

garage ceiling will be – do 

not glue. Leave enough 

low-voltage wire (about  

8') to finish valve. After 

drywall is complete, finish 

the connection when  

installing the valve. The 

rest of the tubing run 

(from ceiling to valve)  

will be surface  

mounted as  

shown. 

 Vroom Retract Vac can be powered by any 

power unit  – even the MX2500 Builder Unit. 

Garage  
FRONT  

In a 1-Door Garage Retrofit (both photos above), the valve is typically installed near  
the garage door on either side. Tube run is shown in yellow. 

In a 2-Door Garage Retrofit, the valve  
is typically installed between the doors  
(or near the garage doors if necessary).  

Tube run is shown in yellow. 

Garage 
BACK  



1. Using a level held against the tube seal top, mark the valve’s  
    mounting holes at desired location. NOTE: If the hose  

    retracts up, the Vroom Retract Vac valve should be mounted at  

    approximately the same height as a light switch. If hose retracts  

    down, mount valve at the same height as an electrical outlet. 
 

2. If installing on drywall, sink the included self-drilling anchors at  
    marked locations. Temporarily mount valve using one screw  
    into drywall anchor or directly into stud to hold during tubing  
    installation.   
 

3. Insert the included 6-inch long clear tubing 1-½" into the valve  
    tube seal. 
     

4. Slightly tighten the tube clamp, which features a reversible nut  
    and bolt for easier installation from either side. 
 

5. Complete the hose storage area of the tube run (5' longer than  
    the hose length) and install a 5532W reducer coupling (included) 
    – use long radius elbows, 2" PVC tubing, tubing cutter and deburr 
    tool (to deburr all tube ends). After the hose storage area, standard  
    fittings may be used. 
 

6. Remove screw temporarily holding the valve in place, and gently  
    rotate the valve to access low-voltage wires and screws. Secure  
    the wires to the valve (from the trunk line wire) using the ring  
    terminals or strip the end of the wires and use supplied wire nuts. 
 

7. Rotate valve back into place and permanently mount to wall using 
    2 screws provided. Tighten the tube clamp to create a vacuum seal. 
  

8. Remove the red plug insert, which keeps the system sealed  
    until the hose is installed. 
 

9. Turn the system on (use on/off switch), push the hose cuff  
    end into the valve until it clicks and stops. Rotate the hose  
    cuff 90° and cover the hose handle with hand. The hose will  
    release and fully retract into the tubing. Then, push the hose  
    handle onto the rubber ball, which will automatically turn off  
    the vacuum and seal the valve. (NOTE: If the hose ever  
    accidentally pulls completely out of the valve, use the  
    directions in this step to replace it.) 

NOTE:  If a shorter hose is needed, the hose must be shortened on the handle  
             side, not the cuff end. See step-by-step directions on next page. 



1. Locate the tabs on each side 
of the handle’s underside.  

 

2. Use a screwdriver or finger-
nail to press tabs in towards 
the hose to release and  

    remove the handle.  
 

3. Keep the black locking 
    collar on the hose.   
 

4. & 5. To remove the clear  
    barbed insert, pull and  
    unscrew (left-hand thread). 
 

6. Cut the hose as needed.  
 

7. Push the barbed insert into  
    the hose, then slide the  
    locking collar into place. 
 
 

8. Attach the nozzle by  
    re-engaging the tabs on 
    each side (push outwards) 
    – you should hear a click. 

14" Commercial 
Bare Floor Brush 

#7335 
MSRP $33.60 

Spider Fighter 
#9820 

MSRP $20.95 

Dashboard  
Dusting Tool 

#8690 
MSRP $14.27 

Adjustable 
Aluminum Wand 

#9099 
MSRP $31.45 

RugRat Handheld 
Power Brush 

#6972-BG 
MSRP $62.95 

Retract Vac Car Care Kit 
#80142-B   MSRP $25.00 

Retract Vac Ultra Garage & Car Specialty Kit   
#80209-B      MSRP $99.00 

Includes Standard Dusting Brush, 
Crevice Tool, Upholstery Tool with  
Slip-On Brush, Plastic Wand with  

Wall Hanger, and Clip-on Tool Caddy 

Retract Vac Deluxe Garage Tool Kit  
    #80159-B      MSRP $59.00 

Includes Standard Dusting Brush, Crevice 
Tool, Upholstery Tool with Slip-On Brush, 12" 

Floor Brush, Plastic Wand Set, and Vinyl  
Bag Caddy with Hanger 

Includes a 3-in-1 Crevice/Dusting Brush/Upholstery Tool 
Set, 12" Floor Brush with Wheels, Micro Tool Set, 

Dashboard Brush, Flexible Crevice Tool, Adjustable 
Plastic Wand, and Vinyl Bag Caddy with Hanger 


